Bain Si

Technical Information
Informations Techniques

gnature

Model Modeéle:

Glass thickness
Epaisseur du verre
1/4in(6mm)

Horizontal adjustment
Ajustement horizontal
5/8in

Opening width

Largeur d'ouverture
24-7/16in

Wall to wall distance
Distance mur a mur
58 + 1/4in

Fixed panel size
Taille du panneau fixe

Door panel size
Taille du panneau de porte
28(W) x 1/4(T) x 73(H) in

27-5/8(W) x 1/4(T) x 74-5/8(H) in
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TOP VIEW VUE DU HAUT

Compliance Certifications:

Certifications de compliance:

ANSI Z97.1-2015 tempered
cUPC cerfified shower base

BS EN14428:2008+A1 shower door

glass
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1/4in(6mm) Clear
Tempered Glass

1/4in(6mm) Verre
trempé clair
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Pivoting Shower
Door
[l Porte de douche
pivot

FRONT VIEW VUE DE FACE

* Dimensions can vary +/- 1/4” (6mm)

J Reversible
Installation
Installation
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Anodized aluminum
frame

I Cadre en aluminium
anodisé
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2.5in Low Threshold
Acrylic Base

2.5in Seuil bas
Base acrylique

Shower Kit

BLACK MATTE 60
Kit de Douche

/ Les dimensions peuvent varier de +/- 1/4” (6mm)

5/8in Horizontal
Adjustment

5/8in

Ajustement
horizontal
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